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SUMMARY 
This report involves the evaluation of a product known as PEX-AL-PEX with respect to its proposed use 
as an interior fuel gas piping system. Engineering Systems, Inc. (ESi) was engaged on March 22, 2022 
by Mr. Luke Marchant to investigate and evaluate applicable existing standards, codes and product test 
results to assess compliance and potential safety concerns regarding the use of PEX-AL-PEX for fuel 
gas. This report, prepared at the request of Mr. Luke Marchant, represents the results of our analysis 
performed to date. 

I am a Mechanical Engineer with ESi. My area of expertise is Mechanical systems used in buildings 
including fuel gas systems and Liquefied Petroleum Systems. I received a Bachelor of Science degree 
in Mechanical Engineering from the University of North Dakota (1985). I am a licensed Professional 
Engineer (PE) in the State of Minnesota, Texas, and several other states. I have over 37 years of 
experience in the following areas: building construction, primarily in terms of HVAC, piping, and 
plumbing systems – which includes humidity control, district heating and cooling systems, and 
humidifier installations in residential, commercial, and industrial settings. ESi currently charges $335 
per hour for my services.  

BASIS FOR THIS REPORT 
This report, and the findings, opinions and conclusions stated throughout, are based on the education, 
training, and experience of the author, as well as on the analysis and review of materials that have 
been conducted in this matter to date. The opinions and conclusions are stated to a reasonable degree 
of engineering and scientific certainty. 

BACKGROUND 
Crosslinked Polyethylene/Aluminum/Crosslinked Polyethylene (PEX-AL-PEX), in the United States, is 
typically expected to meet the requirements of the ASTM F1281-17 Standard Specification for 
Crosslinked Polyethylene/Aluminum/Crosslinked Polyethylene (PEX-AL-PEX) Pressure Pipe. This is 
recognized as an international standard that covers pipe intended primarily for use in water distribution 
systems. PEX-AL-PEX has been in use for more than twenty years in hydronic heating and other water 
distribution systems, including potable water systems. More recently, certain manufacturers of this 
product are promoting its use as an interior fuel gas piping system. At least one manufacturer has 
received a product certification from the International Code Council Evaluation Service (ICC-ES) for the 
use of their PEX-AL-PEX product as an interior gas pipe and fitting system. 

ANALYSIS 
Fuel gas piping in the US, in most jurisdictions, is required to comply with existing related code 
requirements. The most widely adopted codes related to the use of fuel gas in buildings are the 
National Fuel Gas Code (NFPA 54/ANSI Z223.1) and the International Fuel Gas Code (IFGC). These 
codes were reviewed as a part of this evaluation. Interior fuel gas piping has, historically, been primarily 
comprised of steel, copper, or a combination thereof. The PEX-AL-PEX product is not identified in the 
fuel gas codes as an acceptable alternative for piping material or fittings. 
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NFPA 54 contains the following statements regarding materials:  

Equivalency. The provisions of this code are not intended to prevent the use of any material, method 
of construction, or installation procedure not specifically prescribed by this code1… 

and in the section covering acceptable piping materials and joining methods: 

Other Materials. Material not covered by the standards specifications listed herein shall meet the 
following criteria: 

1. Be investigated and tested to determine that it is safe and suitable for the proposed service 

2.  Be recommended for that service by the manufacturer 

3. Be acceptable to the authority having jurisdiction2. 

The IFGC contains the following statements and requirements regarding materials and methods: 

Other materials. Material not covered by the standards specifications listed herein shall be 
investigated and tested to determine that it is safe and suitable for the proposed service, and, in 
addition, shall be recommended for that service by the manufacturer and shall be approved by the code 
official.3 

Alternative materials, methods, appliances, and equipment. The provisions of this code are not 
intended to prevent the installation of any material or to prohibit any method of construction not 
specifically prescribed by this code, provided that any such alternative has been approved. An 
alternative material or method of construction shall be approved where the code official finds that the 
proposed design is satisfactory and complies with the intent of the provisions of this code, and that the 
material, method or work offered is, for the purpose intended, not less than the equivalent of that 
prescribed in this code in quality, strength, effectiveness, fire resistance, durability and safety4. 

Since the mid 1990’s, corrugated stainless steel (CSST) gas piping systems have become increasingly 
popular. When CSST was first introduced in the US, although it had been in use elsewhere, there was 
some reluctance by code authorities to accept a system not covered by a nationally recognized safety 
standard. 

A project had been initiated to develop a suitable standard and after extensive research, testing, 
development, and public comment, the first edition of the standard was approved by ANSI in 1991 and 
harmonized with safety standards in Canada in 1994. CSST products acceptable for use in the US and 
Canada are certified to ANSI/CSA LC-1, CSA 6.26 Standard for Fuel gas piping systems using 
corrugated stainless-steel tubing, which addresses the materials, fittings, components, compatibility 
with other materials, safety issues, and installation requirements.  

Another, more recently introduced, type of product used in fuel gas piping systems is known as press-
connect fittings and valves. The products accepted for use in this category are certified to the 

 
1 NFPA 54, ANSI Z223.1, National Fuel Gas Code – 2018 Clause 1.4 
2 NFPA 54, ANSI Z223.1, National Fuel Gas Code – 2018 Clause 5.6.1.3 
3 IFGC, International Fuel Gas Code – 2015 Clause 403.3 
4 IFGC, International Fuel Gas Code – 2015 Clause 105.2 
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requirements in CSA/ANSI LC-4, CSA 6.32 Standard for Press-connect fittings and valves for use in 
fuel gas distribution systems.  

As mentioned previously, at least one PEX-AL-PEX product has received product certification by ICC-
ES for use as an interior fuel gas piping system. Specifically, the ICC-ES product certification identifies 
compliance with ASTM F1281-2017, Standard Specification for Cross-linked Polyethylene/Aluminum/ 
Cross-linked Polyethylene (PEX-AL-PEX) Pressure Pipe and AS 4176.8-2010, Metal-Plastic Multilayer 
Pipes and Brass Fittings for Conveying Combustible Gases for System in Pressure Up to 5 bar. The 
same product certification indicates compliance with several editions of the International Fuel Gas Code 
(IFGC), International Residential Code (IRC) and the Uniform Plumbing Code (UPC). Neither the ASTM 
F1281 nor AS 4176.8 are referenced in the fuel gas codes. 

Standards 
While certain PEX-AL-PEX products may have been determined by the ICC-ES to be in compliance 
with the ASTM F1281 Standard, the scope of this standard states “The pipe covered by this 
specification is intended for use in potable water distribution systems for residential and commercial 
applications, water service, underground irrigation systems, and radient (sic) panel heating systems, 
baseboard, snow- and ice-melt systems, and gases that are compatible with the composite pipe and 
fittings.” No other mention of the word gas or gases exists in this standard and there is no content that 
would address the safety issues related to fuel gas systems. This standard is not referenced by NFPA 
54 or the IFGC and appears to be irrelevant in the evaluation of this product as a fuel gas piping 
system. 

The ICC-ES product certification also indicates compliance with AS 4176.8. This is a standard in 
Australia and is not referenced by, or considered to be harmonized with, the fuel gas codes or gas 
equipment standards in the US. We have not reviewed the content of this standard, as it would not be 
recognized by jurisdictions in the US. 

No nationally recognized US standard has been identified which would comprehensively address the 
evaluation, certification, and use of PEX-AL-PEX as a fuel gas piping system. Additionally, in the US, 
this product is clearly unique in terms of its potential use as a fuel gas piping system and it seems 
appropriate that it be subject to scrutiny, rigorous testing, and safety standard development similar to 
that which occurred during introduction of CSST gas piping systems and press-connect fittings and 
valves.  

Codes  
The ICC-ES product certification indicates compliance with the IFGC, IRC and UPC. Sections in 403 of 
the IFGC state “Aluminum-alloy tubing shall comply with ASTM B 210 or ASTM B 241” and “the use of 
alloy 5456 is prohibited”. Based on available information, it is unclear what alloys are used in the PEX-
AL-PEX products or whether they comply with that section. Section 404.17.1 Limitations, requires 
“Plastic pipe shall be installed outdoors underground only. Plastic pipe shall not be used within or under 
any building or slab…”. These products are made with two layers of plastic pipe and no testing or 
evaluation has been identified that would allow the existence of the plastic layers relative to this 
requirement. 
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NFPA 54 has substantially similar requirements regarding aluminum alloys and the use of plastic pipe 
and further requires that plastic pipe used for gas systems must comply with ASTM D25135. 

The fuel gas requirements in the IRC are extracted from the IFGC and identical6. 

The fuel gas requirements in the UPC reference NFPA 54 and are substantially similar relative to 
materials and aluminum and plastic piping7. 

NFPA 54 and the IFGC require gas pipe and tubing to be electrically continuous and bonded to a 
ground-fault current path8. The tested PEX-AL-PEX fittings were found to be dielectrically isolated from 
the aluminum portion of the composite tubing. Installation of this product would interrupt the continuity 
of other portions of a gas piping system. This aspect of the product would require further study to 
evaluate the impact and potential for unintended consequences. 

Manufacturer’s Literature 

The online information provided by the website of a manufacturer of a PEX-AL-PEX product which has 
received an ICC-ES product certification was reviewed9. The website indicates the product has been 
“certified to” several codes which were described above. Generally, products are certified to a 
standard(s) by a qualified testing agency. The codes listed are not standards and the products 
identified within those codes are required to be investigated and tested, listed or certified to an 
appropriate standard for their safety and suitability for the intended purpose. 

This manufacturer’s installation instructions state that the installer should follow the requirements of the 
appropriate fuel gas code. PEX-AL-PEX is not included in any fuel gas code. 

The manufacturer’s installation instructions do not address the installation of fittings in concealed 
spaces. Unless they have been tested to a recognized safety standard for this purpose, compression 
fittings in fuel gas piping are not allowed in concealed spaces by the aforementioned fuel gas codes.  

The instructions indicate that protective devices (such as “nail plates”) should be installed where the 
tubing may be susceptible to damage, such as in studs or joists. The instructions do not offer guidance 
or provide information about materials to accomplish this protection. To be equivalent, instruction on 
proper strike protection should be included in the manufacturer’s instructions, 

TESTING 
The Safe Building Material Association engaged the CSA Group to conduct testing on one of the PEX-
AL-PEX products. Because no recognized standard exists for the use of PEX-AL-PEX as a fuel gas 
piping system, certain test procedures were selected from the CSA/ANSI LC-1 Standard to evaluate the 
performance of the product. The LC-1 standard appears to contain the closet set of requirements 
however, while some of the tests and requirements might apply, it could not be used for certification of 
the PEX-AL-PEX product as a gas piping system. In addition, flame spread and smoke density testing 

 
5 NFPA 54, ANSI Z223.1, National Fuel Gas Code – 2018 Clause 5.6.4.1.1 
6 IRC, International Residential Code – 2015 Chapter 24 
7 UPC, Uniform Plumbing Code – 2012 Sections 301.2, 1208.5.2.4, 1208.5.4 
8 NFPA 54, ANSI Z223.1, National Fuel Gas Code – 2018 Clause 7.12.1 
9 jonesstephens.com/pexalgas/ 
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was conducted by Intertek following the test procedures in CAN/ULC S102-18, Standard Method of 
Test for Surface Burning Characteristics of Building Materials and Assemblies. 

Test Results, CSA (Appendices A and B) 
The following tests from CSA/ANSI LC-1 were conducted and the results are summarized below. All 
tests were reported to be conducted following the requirements in the standard and incorporating the 
product manufacturers instructions. 

• Exposure to elevated temperatures – Clause 5.9  

o The product did not meet the requirements of these tests. The specified test duration is 
one hour at 1000° F, and any leak should not exceed 6 ft3 of air per hour. Two tests 
were conducted. The fittings pushed off, leaking all of the test pressure in 10 and 24 
seconds. The test samples then ignited, caught fire and burned for 5 and 8 minutes. 

o Note: both NFPA 54 and the IFGC require tubing joints to be capable of withstanding 
exposure to at least 1000° F10. 

• Impact Strength – Clause 5.7 

o No damage or leaks occurred during these tests.  

• Crushing Strength – Clause 5.6 

o  No damage occurred during these tests and the leakage results were characterized as 
“satisfactory”. 

• Axial Strength – Clause 5.5  

o No leakage occurred during these tests. 

• Flexibility of tubing in bending – Clause 5.4.1 & 5.4.2  

o No drop in pressure or leaks occurred during these tests. 

• Electrical Resistance & conductivity – Clause 5.15  

o The product exceeded the maximum electrical resistance values in Table 8 of the 
standard.  

o The fuel gas codes require a gas piping system to be electrically continuous and 
bonded8. 

Test Results, Intertek (Appendix C) 
The following tests from CAN/ULC S102-18 were conducted and the results are summarized. All tests 
were conducted following the requirements in the standard. 

 

 
10 NFPA 54, ANSI Z223.1, National Fuel Gas Code – 2018 Clause 5.6.7.2, 5.6.7.3 
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• Flame spread 

o The two tests of the product resulted in flame spread ratings of 1 and 3. 

• Smoke density 

o The two tests of the product resulted in smoked developed numbers of 10 and 74. Note 
that most applicable building code requirements are for smoke developed ratings of 50 
or less. 

CONCLUSIONS AND OPINIONS 
Based on my education, training, and experience as well as the investigation and analysis outlined 
herein, I hold the following conclusions and opinions to a reasonable degree of engineering certainty. 

1. The PEX-AL-PEX product appears to be widely accepted for use in hydronic systems. Testing 
for use in a hydronic system are different than testing for use as a fuel gas system inside a 
building. 

2. Alternative materials for use as interior fuel gas piping should be investigated and tested to 
determine that they are safe and suitable for use as interior fuel gas piping system. An 
appropriate safety standard should be identified or developed for the PEX-AL-PEX product as a 
fuel gas piping system. That standard should be recognized by all model code agencies. Then 
the product should be tested to that standard. 

3. No recognized industry standard is referenced in the fuel gas codes that would effectively 
evaluate the safety and suitability of the PEX-AL-PEX products as a fuel gas piping system. 

4. The PEX-AL-PEX product tested failed the test for “Exposure to elevated temperatures” 
described in clause 5.9 of the CSA/ANSI LC-1 standard by leaking all the test pressure within 
seconds of starting a planned one-hour test. The PEX-AL-PEX pipe product then ignited and 
burned for an extended period following the test. 

5. The PEX-AL-PEX product exceeded the normally accepted threshold value in one of the smoke 
development tests. 

6. The PEX-AL-PEX product is not electrically continuous as required by the fuel gas codes. 

7. The PEX-AL-PEX product has not been demonstrated to be an equivalent alternative for use as 
a fuel gas piping system and does not meet the intent of the requirements in the fuel gas codes. 

The preliminary conclusions and opinions formulated during this investigation and presented herein are 
based on information available to date. ESi reserves the right to supplement or otherwise amend this 
report should other information become available. 

 
AJT/saa 
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Program Description: 

Testing shall be performed on the PEX-AL-PEX piping supplied by the Client. Two sizes of tubing 

and fittings shall be supplied including 20-mm (1/2") and 32-mm (1"). The tubing and fittings shall 

be assembled by the testing lab in accordance with the manufacturer’s instructions and assembly 

tools. For each test method, the test lab shall perform the test twice for each size tubing using a new 

test specimen for each test. Using the CSA LC-1 Standard for Fuel Gas Piping Systems Using 

Corrugated Stainless Steel Tubing as the basis, the test lab shall complete the following test 

methods: 

• Exposure to Elevated Temperatures: LC-1 Performance Test 5.9 

• Impact Strength: LC-1 Performance Test 5.7 

• Crushing Strength: LC-1 Performance Test 5.6 

• Axial Strength: LC-1 Performance Test 5.5 

• Flexibility of Tubing in Bending: LC-1 Performance Tests 5.4.1 and 5.4.2 

• Electrical Resistance and Conductivity: LC-1 Performance Test 5.15 

• Flame Spread and Smoke Density: LC-1 Requirement 4.1.7 performed by a third-party testing  

 agency 

 

Product Description: 

The Jones Stephens PEXALGAS is a multilayer system composed of crosslinked polyethylene 

internal layer PEX-b, internal bonding layer, intermediate aluminum layer, external bonding layer 

crosslinked polyethylene PEX-b.  The color is a Yellow RAL 1023.  The Client has provided for 

test approximately 266 feet of 20-mm (1/2”) and 114 feet of 32-mm (1”) of tubing.  Also supplied 

were the brass press fittings for the PEXALGAS tubing.  20-mm x 2-mm (1/2”) and 32-mm x 3-

mm (1”).  The PEXALGAS Pressing Tools were provided for making up various length test 

samples, PCJ20 and PCJ32.  The brass press fittings terminated in 1/2" NPT(M) and 1” NPT(M) 

threads for connection to standard iron type pipe fittings.  To aid in cutting the tubing and assuring 

a round inner circumference, the Manufacturer provided a VIRAX cutting tool and reamer.  Also 

provided were the PEXALGAS technical specifications and installation instructions. 

 

End Fitting Characteristics: 

Before commencing with making up the test samples as per the manufacturer’s instructions, the 

1/2" NPT(M) and 1” NPT(M) end fittings were tested using a calibrated L1 ring gauge.  The 1/2" 

NPT(M) end fittings were found to be within the allowable +/- 1 turn.  The 1” NPT(M) end fittings 

were all found to be minus 4 to 5 turns.  Due to these findings, additional tightening torque was 

applied to the 1” NPT(M) end fitting to obtain a leakage free connection between the end fitting and 

the black iron pipe fittings used for testing. 

 

Applicable Standard: 

CSA/ANSI LC 1:19 • CSA 6.26:19 Fuel gas piping systems using corrugated stainless-steel tubing  
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Required Testing: 

The following testing was requested and conducted using the above Standard: 

1. Exposure to elevated temperatures – Clause 5.9 

2. Impact Strength – Clause 5.7 

3. Crushing Strength – Clause 5.6 

4. Axial Strength – Clause 5.5 

5. Flexibility of tubing in bending – Clause 5.4.1 & 5.4.2 

6. Electrical Resistance & conductivity – Clause 5.15 

7. Flame Spread & Smoke Density – Clause 4.1.7 

 

SCOPE – The tubing and fittings shall be assembled by the testing lab in accordance with the 

manufacturer’s instructions and assembly tools.  For each test method, the test lab shall perform the 

test twice for each size tubing using a new test specimen for each test. 

 

Flame Spread & Smoke Density: 

Note: For above item 7, a quote to perform the testing was requested from four (4) independent 

testing labs, Applied Labs (partner lab Commercial Testing Company), Element Lab, Govmark Lab 

and Intertek Testing Services.    Intertek was selected with Kevin Reese Senior Sales Representative 

Intertek as the point of contact.  The quote received from Kevin (Qu-01238199-0, January 17, 

2022) was for an evaluation test and not for certification testing.  All quotes considered were based 

on the CAN/ULC S-102 Standard. To initiate the project test samples were sent to Intertek Testing 

Lab, 1500 Brigantine Drive, Coquitlam, BC V3K 7C1, Canada, Attention: Gregory Philip.  FedEx 

Tracking #775872429362.  The test samples were comprised of 54 feet of 20-mm (1/2”) and 54 feet 

of 32-mm (1”) of tubing only, no end fittings provided.   According to the FedEx tracking number, 

the test samples were received and signed for on Wednesday, February 2, 2022, at 3:51PM.  

Following the testing, Gregory Philip provided a descriptive report explaining the results from their 

testing and review.  

 

 Performance Testing: 

Exposure to elevated (1000°F) temperatures – Clause 5.9 

a. Test sample #1 - 20-mm (1/2”) x 2 feet in length 

b. End fittings installed on both ends per the Installation Instruction Manual  

c. The test sample was installed into the pre-heated oven chamber and 72 PSI (5 bar) was  

 applied to the test sample.  

d. After approximately 10 seconds the end fittings pushed away from the tubing releasing the 

72 PSI test pressure.  The test sample caught fire and burned for approximately 5 minutes. 

e. After the test sample flame extinguished, the sample was removed from the oven chamber 

and allowed to cool to room temperature.  Pictures were taken of the test sample showing 

the destructive results.  

 



  Project: 80102353

  Project: 80102354   
               Revision: 0 

 
  February 28, 2022 

 

 

Exposure to elevated (1000°F) temperatures – Clause 5.9 

f. Test sample #1- 32-mm (1”) x 2 feet in length 

g. End fittings installed on both ends per the Installation Instruction Manual  

h. The test sample was installed into the pre-heated oven chamber and 72 PSI (5 bar) was  

 applied to the test sample.  

i. After approximately 24 seconds the end fittings pushed away from the tubing releasing the 

72 PSI test pressure.  The test sample caught fire and burned for approximately 8 minutes. 

j. After the test sample flame extinguished, the sample was removed from the oven chamber 

and allowed to cool to room temperature.  Pictures were taken of the test sample showing 

the destructive results. 

Note:  Due to the test results as witnessed above, a second test sample was not evaluated.   

 

 

Axial Strength Test – Clause 5.5 

a. Test sample #1 - 20-mm (1/2”) x 1 foot in length 

b. End fittings installed on both ends per the Installation Instruction Manual  

c. The test sample was installed into Instron test fixture. 

d. The air supply system and test gauge were connected to the test sample. 

e. The air supply to the test sample was increased to 72 PSI (5 bar) 

f. A pulling force of 400 lb. was applied for 5 minutes. (Based on 800 lb./in of diameter) 

Results: No leakage (Clause 5.2) recorded during and/or after the test.  The end fittings were  

  still intact on the tubing.  

 

Axial Strength Test – Clause 5.5 

g. Test sample #2 - 20-mm (1/2”) x 1 foot in length 

h. End fittings installed on both ends per the Installation Instruction Manual  

i. The test sample was installed into Instron test fixture. 

j. The air supply system and test gauge were connected to the test sample. 

k. The air supply to the test sample was increased to 72 PSI (5 bar) 

l. A pulling force of 400 lb. was applied for 5 minutes. (Based on 800 lb./in of diameter) 

Results: No leakage (Clause 5.2) recorded during and/or after the test.  The end fittings were  

  still intact on the tubing. 

 

Axial Strength Test – Clause 5.5 

m. Test sample #1 - 32-mm (1”) x 1 foot in length 

n. End fittings installed on both ends per the Installation Instruction Manual  

o. The test sample was installed into Instron test fixture. 

p. The air supply system and test gauge were connected to the test sample. 

q. The air supply to the test sample was increased to 72 PSI (5 bar) 

r. A pulling force of 800 lb. was applied for 5 minutes. (Based on 800 lb./in of diameter) 

Results: No leakage (Clause 5.2) recorded during and/or after the test.  The end fittings were  
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  still intact on the tubing. 

Axial Strength Test – Clause 5.5 

s. Test sample #2 - 32-mm (1”) x 1 foot in length 

t. End fittings installed on both ends per the Installation Instruction Manual  

u. The test sample was installed into Instron test fixture. 

v. The air supply system and test gauge were connected to the test sample. 

w. The air supply to the test sample was increased to 72 PSI (5 bar) 

x. A pulling force of 800 lb. was applied for 5 minutes. (Based on 800 lb./in of diameter) 

Results: No leakage (Clause 5.2) recorded during and/or after the test.  The end fittings were  

  still intact on the tubing. 

 

Impact Strength Test – Clause 5.7 

a. Test sample #1 - 20-mm (1/2”) x 2 feet in length 

b. End fittings installed on both ends per the Installation Instruction Manual  

c. The test sample was installed into the test fixture V-block steel holder. 

d. The tubing was struck four (4) times (30 ft.•lb.) across its length.  The tubing was turned ¼  

 turn after each impact.   

e. The end fittings were struck twice on each end turning the fitting 180° between strikes.   

f. The impact was positioned over the wrench flats of each fitting. 

Results: No leakage (Clause 5.2) recorded after the test.  The end fittings were  

  still intact and did not exhibit any damage. 

 

Impact Strength Test – Clause 5.7 

g. Test sample #2 - 20-mm (1/2”) x 2 feet in length 

h. End fittings installed on both ends per the Installation Instruction Manual  

i. The test sample was installed into the test fixture V-block steel holder. 

j. The tubing was struck four (4) times (30 ft.•lb.) across its length.  The tubing was turned ¼  

 turn after each impact.   

k. The end fittings were struck twice on each end turning the fitting 180° between strikes.   

l. The impact was positioned over the wrench flats of each fitting. 

Results: No leakage (Clause 5.2) recorded after the test.  The end fittings were  

  still intact and did not exhibit any damage. 

 

Impact Strength Test – Clause 5.7 

m. Test sample #1 - 32-mm (1”) x 2 feet in length 

n. End fittings installed on both ends per the Installation Instruction Manual  

o. The test sample was installed into the test fixture V-block steel holder. 

p. The tubing was struck four (4) times (30 ft.•lb.) across its length.  The tubing was turned ¼  

 turn after each impact.   

q. The end fittings were struck twice on each end turning the fitting 180° between strikes.   

r. The impact was positioned over the wrench flats of each fitting. 

Results: No leakage (Clause 5.2) recorded after the test.  The end fittings were  
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  still intact and did not exhibit any damage. 

Impact Strength Test – Clause 5.7 

s. Test sample #2 - 32-mm (1”) x 2 feet in length 

t. End fittings installed on both ends per the Installation Instruction Manual  

u. The test sample was installed into the test fixture V-block steel holder. 

v. The tubing was struck four (4) times (30 ft.•lb.) across its length.  The tubing was turned ¼  

 turn after each impact.   

w. The end fittings were struck twice on each end turning the fitting 180° between strikes.   

x. The impact was positioned over the wrench flats of each fitting. 

Results: No leakage (Clause 5.2) recorded after the test.  The end fittings were  

  still intact and did not exhibit any damage. 

 

Flexibility of Tubing Test – Clause 5.4.1 & 5.4.2 

a. Test sample #1 - 20-mm (1/2”) x 2 feet in length 

b. End fittings installed on both ends per the Installation Instruction Manual 

c. Minimum Bend Radius: 3 inches 

d. Test Pressure: 1.5 times the rated pressure = 108 PSI 

e. Cycles Required: 6 (5 cycles per minute) 

 Results: No sudden drop-in pressure was recorded during the 6 cycles.  Both tubing and  

 fittings complied with Clause 5.2 leakage after the test.  

 

Flexibility of Tubing Test – Clause 5.4.1 & 5.4.2 

f. Test sample #2 - 20-mm (1/2”) x 2 feet in length 

g. End fittings installed on both ends per the Installation Instruction Manual 

h. Minimum Bend Radius: 3 inches 

i. Test Pressure: 1.5 times the rated pressure = 108 PSI 

j. Cycles Required: 6 (5 cycles per minute) 

 Results: No sudden drop-in pressure was recorded during the 6 cycles.  Both tubing and  

 fittings complied with Clause 5.2 leakage after the test.  

 

Flexibility of Tubing Test – Clause 5.4.1 & 5.4.2 

k. Test sample #1 - 32-mm (1”) x 2 feet in length 

l. End fittings installed on both ends per the Installation Instruction Manual 

m. Minimum Bend Radius: 5 inches 

n. Test Pressure: 1.5 times the rated pressure = 108 PSI 

o. Cycles Required: 6 (5 cycles per minute) 

 Results: No sudden drop-in pressure was recorded during the 6 cycles.  Both tubing and  

 fittings complied with Clause 5.2 leakage after the test.  

 

Flexibility of Tubing Test – Clause 5.4.1 & 5.4.2 

p. Test sample #2 - 32-mm (1”) x 2 feet in length 

q. End fittings installed on both ends per the Installation Instruction Manual 
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r. Minimum Bend Radius: 5 inches 

s. Test Pressure: 1.5 times the rated pressure = 108 PSI 

t. Cycles Required: 6 (5 cycles per minute) 

 Results: No sudden drop-in pressure was recorded during the 6 cycles.  Both tubing and  

 fittings complied with Clause 5.2 leakage after the test.  

 

Electrical Resistance & Conductivity Test – Clause 5.15 

a. Test sample #1 - 20-mm (1/2”) x 6 feet in length 

b. End fittings installed on both ends per the Installation Instruction Manual 

c. Requirement: An assembly of tubing and fittings shall not have an electrical resistance that  

 exceeds the values given in Table 8. For 1/2" nominal size of pipe the maximum electrical  

 resistance is 0.150 ohms/foot.  (0.150 ohms x 6 feet = 0.9 ohms) 

 Results:  > 300 M ohms Resistance.  The Gas Piping System press fittings are dielectrically 

isolated from the internal aluminum pipe layer.  The tests performed confirms the isolation 

across the length of the test sample. 

Note: The NFPA 54 Code requires a low impedance pathway to ground for metallic piping 

systems to ensure electrical safety in the event of a ground fault.  That is why the allowable 

resistance value is at a minimum as shown in Table 8 of the Standard. 

 

Electrical Resistance & Conductivity Test – Clause 5.15 

d. Test sample #2 - 20-mm (1/2”) x 6 feet in length 

e. End fittings installed on both ends per the Installation Instruction Manual 

f. Requirement: An assembly of tubing and fittings shall not have an electrical resistance that  

 exceeds the values given in Table 8. For 1/2" nominal size of pipe the maximum electrical  

 resistance is 0.150 ohms/foot.  (0.150 ohms x 6 feet = 0.9 ohms) 

 Results:  > 300 M ohms Resistance.  The Gas Piping System press fittings are dielectrically 

isolated from the internal aluminum pipe layer.  The tests performed confirms the isolation 

across the length of the test sample. 

Note:  The NFPA 54 Code requires a low impedance pathway to ground for metallic piping 

systems to ensure electrical safety in the event of a ground fault.  That is why the allowable 

resistance value is at a minimum as shown in Table 8 of the Standard. 

 

Electrical Resistance & Conductivity Test – Clause 5.15 

g. Test sample #1 - 32-mm (1”) x 6 feet in length 

h. End fittings installed on both ends per the Installation Instruction Manual 

i. Requirement: An assembly of tubing and fittings shall not have an electrical resistance that  

 exceeds the values given in Table 8. For 1" nominal size of pipe the maximum electrical  

 resistance is 0.120 ohms/foot.  (0.120 ohms x 6 feet = 0.72 ohms) 

 Results:  > 300 M ohms Resistance.  The Gas Piping System press fittings are dielectrically 

isolated from the internal aluminum pipe layer.  The tests performed confirms the isolation 

across the length of the test sample. 
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Note:  The NFPA 54 Code requires a low impedance pathway to ground for metallic piping 

systems to ensure electrical safety in the event of a ground fault. That is why the allowable 

resistance value is at a minimum as shown in Table 8 of the Standard. 

 

Electrical Resistance & Conductivity Test – Clause 5.15 

j. Test sample #2 - 32-mm (1”) x 6 feet in length 

k. End fittings installed on both ends per the Installation Instruction Manual 

l. Requirement: An assembly of tubing and fittings shall not have an electrical resistance that  

 exceeds the values given in Table 8. For 1" nominal size of pipe the maximum electrical  

 resistance is 0.120 ohms/foot.  (0.120 ohms x 6 feet = 0.72 ohms) 

 Results:  > 300 M ohms Resistance.  The Gas Piping System press fittings are dielectrically 

isolated from the internal aluminum pipe layer.  The tests performed confirms the isolation 

across the length of the test sample. 

Note:  The NFPA 54 Code requires a low impedance pathway to ground for metallic piping 

systems to ensure electrical safety in the event of a ground fault. That is why the allowable 

resistance value is at a minimum as shown in Table 8 of the Standard. 

 

Crushing Strength Test – Clause 5.6 

a. Test sample #1 - 20-mm (1/2”) x 2 feet in length 

b. End fittings installed on both ends per the Installation Instruction Manual 

c. Requirement:  Tubing and fittings shall withstand, without a decrease in flow capacity of 

more than 50%, a crushing force of 1000 lb. (4.45 kN) when tested in accordance with 

Clause 5.6.2.  Uniformly applied to the tubing for 15 minutes. 

Results:  Pressure drop (1” w.c.) capacity before the crushing force was 225,573 Btu/hr. 

  Pressure drop (1” w.c.) capacity after the crushing force was 211,808 Btu/hr. 

  Percentage of reduction in capacity was:  -6.1% “Satisfactory” 

d. End fittings exposed (15 minutes) to the crushing force of 1000 lb. (4.45 kN)  

Results:  No damage to the end fittings.  Leakage 5.2 was “Satisfactory” 

 

Crushing Strength Test – Clause 5.6 

e. Test sample #2 - 20-mm (1/2”) x 2 feet in length 

f. End fittings installed on both ends per the Installation Instruction Manual 

g. Requirement:  Tubing and fittings shall withstand, without a decrease in flow capacity of 

more than 50%, a crushing force of 1000 lb. (4.45 kN) when tested in accordance with 

Clause 5.6.2.  Uniformly applied to the tubing for 15 minutes. 

Results:  Pressure drop (1” w.c.) capacity before the crushing force was 222,277 Btu/hr. 

  Pressure drop (1” w.c.) capacity after the crushing force was 195,064 Btu/hr. 

 Percentage of reduction in capacity was:  -12.2% “Satisfactory” 

h. End fittings exposed (15 minutes) to the crushing force of 1000 lb. (4.45 kN)  

Results:  No damage to the end fittings.  Leakage 5.2 was “Satisfactory” 

 

 



  Project: 80102353

  Project: 80102354   
               Revision: 0 

 
  February 28, 2022 

 

Crushing Strength Test – Clause 5.6 

i. Test sample #1 - 32-mm (1”) x 2 feet in length 

j. End fittings installed on both ends per the Installation Instruction Manual 

k. Requirement:  Tubing and fittings shall withstand, without a decrease in flow capacity of 

more than 50%, a crushing force of 1000 lb. (4.45 kN) when tested in accordance with 

Clause 5.6.2.  Uniformly applied to the tubing for 15 minutes. 

Results:  Pressure drop (1” w.c.) capacity before the crushing force was 969,845 Btu/hr. 

  Pressure drop (1” w.c.) capacity after the crushing force was 932,264 Btu/hr. 

  Percentage of reduction in capacity was:  -3.9% “Satisfactory” 

l. End fittings exposed (15 minutes) to the crushing force of 1000 lb. (4.45 kN)  

Results:  No damage to the end fittings.  Leakage 5.2 was “Satisfactory” 

 

Crushing Strength Test – Clause 5.6 

m. Test sample #2 - 32-mm (1”) x 2 feet in length 

n. End fittings installed on both ends per the Installation Instruction Manual 

o. Requirement:  Tubing and fittings shall withstand, without a decrease in flow capacity of 

more than 50%, a crushing force of 1000 lb. (4.45 kN) when tested in accordance with 

Clause 5.6.2.  Uniformly applied to the tubing for 15 minutes. 

Results:  Pressure drop (1” w.c.) capacity before the crushing force was 969,682 Btu/hr. 

  Pressure drop (1” w.c.) capacity after the crushing force was 941,191 Btu/hr. 

  Percentage of reduction in capacity was:  -2.9% “Satisfactory” 

p. End fittings exposed (15 minutes) to the crushing force of 1000 lb. (4.45 kN)  

Results:  No damage to the end fittings.  Leakage 5.2 was “Satisfactory” 

 

Closing Summary: 

All required testing has been completed on the PEX-AL-PEX piping supplied by the Client. Two 

(2) sizes of tubing and fittings were tested including the 20-mm (1/2") and 32-mm (1").  The test 

results were reported accordingly under each test section. 

 

All actual test samples will be forwarded to ESi for their post test analysis.  

 

ESi Address 

 

 

 

 

 

 

 

 

 

 

ESi 

2355 Polaris Lane North 

Suite 120 

Plymouth, MN 55447-4447 

Attention: Andy Thielen 

763-557-9090 
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Description Model Number 
Asset 

Number 
Cal. Date Cal. Due Date 

Test Gauge (600 PSI) 3D Instruments PG-139 9/27/2021 9/27/2022 

Associated Research 3160 Ground Bond EA-166 5/27/2021 5/27/2022 

Test Gauge (60 PSI) 3D Instruments PG-145 9/27/2021 9/27/2022 

Validyne Gauge PS309 PM-30 6/16/2021 6/16/2022 

Validyne Gauge PS309 PM-31 7/26/2021 7/26/2022 

Validyne Gauge PS309 PM-44 7/7/2021 7/7/2022 

Flow Element Meter 4 9279 6/29/2021 6/29/2022 

Yokogawa Recorder MV 2000 TR-95 5/18/2021 5/18/2022 

Control Company Stopwatch Z00009524 8/12/2021 8/12/2022 

Flow Element Meter 3 9277 6/29/2021 6/29/2022 

INSTRON 20K Load Cell FG-35 10/23/2021 10/23/2022 

RIGID Press Tool RP350 n/a n/a n/a 

Alicat Flow Meter Mass Flow 92140 11/4/2021 11/4/2022 

High Temperature Electric Oven CH-40 n/a n/a 

Yokogawa Recorder MV 1000 Z00000039 4/1/2021 4/1/2022 

Fluke Thermometer 51 II Series TPI-90 3/12/2021 3/12/2022 

 

 

Test Equipment                                     



 

 

Appendix B 
 

CSA-80102353 PEXALGAS Report Pictures  



  

 

 

PEX-AL-PEX piping as received from the 

Manufacturer Omega Flex.  Two sizes of tubing and 

fittings supplied including 20-mm (1/2") and 32-mm 

(1").  Approximately 266 feet of 1/2" and 114 feet of 

1”  

 

PEX-AL-PEX piping as received from the 

Manufacturer Omega Flex.  Two sizes of tubing and 

fittings supplied including 20-mm (1/2") and 32-mm 

(1").  Approximately 266 feet of 1/2" and 114 feet of 

1”   Close up View. 

 



 

 

PEX-AL-PEX piping test samples as required by the 

ANSI LC 1:19 • CSA 6.26:19 Standard.  Clauses 

5.4.1/5.4.2, 5.5, 5.6, 5.7, 5.9, and 5.15. 

 

PEX-AL-PEX piping test samples as required by the 

ANSI LC 1:19 • CSA 6.26:19 Standard.  Clauses 

5.4.1/5.4.2, 5.5, 5.6, 5.7, 5.9, and 5.15.  Alternate 

view. 

 



 

 

 

PEX-AL-PEX piping 1” NPT(M) end fitting being validated 

by a calibrated L1 ring gauge.  

 

 

PEX-AL-PEX piping 1” NPT(M) end fitting being validated 

by a calibrated L1 ring gauge.  This view shows that the end 

fitting threads were incorrectly cut not allowing the 

calibrated ring gauge to fit properly.  This problem was 

found to be on all 1” NPT(M) fittings supplied by the 

Manufacturer. Allowable:  +/- 1 turn.   

 

 



Exposure to elevated (1000 F) temperatures – Clause 5.9   20-mm (1/2”) 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) 

NPT(M) with end fittings by 2 feet 

long in length.  Sample #1, Test 

pressure applied equal to 72 PSI (5 

bar).  Pre-heated oven chamber to 

1000°F 

 

 

PEX-AL-PEX piping 20-mm (1/2”) 

NPT(M) with end fittings by 2 feet 

long in length.  Test pressure applied 

equal to 72 PSI (5 bar).  Sample #1, 

after 10 seconds the end fittings 

released from the tubing.   The cover 

caught fire and burned. 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) 

NPT(M) with end fittings by 2 feet 

long in length.  Test sample after 

cooling to room temperature. 

 

 



  

 

 

 

 

 

 

 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) 

NPT(M) with end fittings by 2 feet 

long in length.  Test sample after 

cooling to room temperature. 

 

 

PEX-AL-PEX piping 20-mm (1/2”) 

NPT(M) with end fittings by 2 feet 

long in length.  Test sample after 

cooling to room temperature. 

 

 



Exposure to elevated (1000 F) temperatures – Clause 5.9   32-mm (1”) 

 

 

 

PEX-AL-PEX piping 32-mm (1”) 

NPT(M) with end fittings by 2 feet 

long in length.  Sample #1, Test 

pressure applied equal to 72 PSI (5 

bar).  Pre-heated oven chamber to 

1000°F 

 

 

PEX-AL-PEX piping 32-mm (1”) 

NPT(M) with end fittings by 2 feet 

long in length.  Sample #1, Test 

pressure applied equal to 72 PSI (5 

bar).  Pre-heated oven chamber to 

1000°F.  After 24 seconds the end 

fittings released from the tubing.  The 

cover caught fire and burned. 

 

 



 

 

 

 

 

 

 

 

PEX-AL-PEX piping 32-mm (1”) 

NPT(M) with end fittings by 2 feet 

long in length.  Test sample after 

cooling to room temperature. 

 

 



Axial Strength Test – Clause 5.5   20-mm (1/2”) 

       

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) with end fittings by 1 foot long in length.  Test sample #1 & #2.  

Test pressure applied equal to 72 PSI (5 bar).  A pulling force of 400 lb./in2 was applied for 5 minutes. 

 

 

 



Axial Strength Test – Clause 5.5   32-mm (1”) 

     

 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) with end fittings by 1 foot long in length.  Test sample #1 & #2.  

Test pressure applied equal to 72 PSI (5 bar).  A pulling force of 800 lb./in2 was applied for 5 minutes. 

 

 



Impact Strength Test – Clause 5.7   20-mm (1/2”) 

      

 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) with end fittings by 2 foot long in length.  Test sample #1 & #2.  Test pressure applied equal to 72 PSI (5 

bar for leakage).  Tubing struck four (4) times (30 ft.•lb.) across its length. The tubing was turned ¼ turn after each impact.  The end fittings were 

struck twice on each end turning the fitting 180° between strikes. 

 

 



Impact Strength Test – Clause 5.7   32-mm (1”) 

       

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) with end fittings by 2 foot long in length.  Test sample #1 & #2.  Test pressure applied equal to 72 PSI (5 

bar for leakage).  Tubing struck four (4) times (30 ft.•lb.) across its length. The tubing was turned ¼ turn after each impact.  The end fittings were 

struck twice on each end turning the fitting 180° between strikes. 

 

 



Impact Strength Test – Clause 5.7   32-mm (1”) 

 

 

 

 



 

 

 

 

 

 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) with end fittings by 2 foot long in length.  Test sample #1 & #2.  Test pressure applied equal to 72 

PSI (5 bar for leakage).  Tubing struck four (4) times (30 ft.•lb.) across its length. The tubing was turned ¼ turn after each impact.  The end 

fittings were struck twice on each end turning the fitting 180° between strikes. 

 

 



Flexibility of Tubing Test – Clause 5.4.1 & 5.4.2   20-mm (1/2”) 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) 

with end fittings by 2 feet long in length.  Test 

sample mounted between two (2) 3” diameter 

pipe fittings.  Minimum specified bend radius 

per manufacture’s installation instructions. Test 

pressure is 1.5 times the rated which equals 108 

PSI.  Six (6) cycles required. 

 

 

Shown in the starting position 

 



 

 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) 

with end fittings by 2 feet long in length.  Test 

sample mounted between two (2) 3” diameter 

pipe fittings.  Minimum specified bend radius 

per manufacture’s installation instructions. Test 

pressure is 1.5 times the rated which equals 108 

PSI.  Six (6) cycles required. 

 

 

Shown tubing condition after four 

(4) cycles of operation. 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) 

with end fittings by 2 feet long in length.  Test 

sample mounted between two (2) 3” diameter 

pipe fittings.  Minimum specified bend radius 

per manufacture’s installation instructions. Test 

pressure is 1.5 times the rated which equals 108 

PSI.  Six (6) cycles required. 

 

 

Shown tubing condition after two 

(2) cycles of operation. 

 



 

 

 

 

 

Shown tubing condition after six 

(6) cycles of operation. 

 

PEX-AL-PEX piping 20-mm 

(1/2”) NPT(M) with end fittings by 

2 feet long in length.   

Tubing being checked for leaks 

after the six (6) bending cycles.  

Test pressure was adjusted to 72 

PSI (5 bar). 

 



Flexibility of Tubing Test – Clause 5.4.1 & 5.4.2   32-mm (1”) 

      

PEX-AL-PEX piping 

32-mm (1”) NPT(M) 

with end fittings by 2 

feet long in length.  

Test sample mounted 

between two (2) 5” 

diameter mandrels.  

Minimum specified 

bend radius per 

manufacture’s 

installation 

instructions. Test 

pressure is 1.5 times 

the rated which equals 

108 PSI.  Six (6) cycles 

required.  

Shown mounted. 

 

 

PEX-AL-PEX piping 

32-mm (1”) NPT(M) 

with end fittings by 2 

feet long in length.  

Test sample mounted 

between two (2) 5” 

diameter mandrels.  

Minimum specified 

bend radius per 

manufacture’s 

installation 

instructions. Test 

pressure is 1.5 times 

the rated which equals 

108 PSI.  Six (6) cycles 

required.  

Shown in starting 

position. 

 

 



 

 

  

PEX-AL-PEX piping 32-mm (1”) NPT(M) 

with end fittings by 2 feet long in length.  Test 

sample mounted between two (2) 5” diameter 

mandrels.  Minimum specified bend radius 

per manufacture’s installation instructions. 

Test pressure is 1.5 times the rated which 

equals 108 PSI.  Six (6) cycles required.  

Shown after six (6) cycles of operation. 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) 

with end fittings by 2 feet long in length.  Test 

sample mounted between two (2) 5” diameter 

mandrels.  Minimum specified bend radius 

per manufacture’s installation instructions. 

Test pressure is 1.5 times the rated which 

equals 108 PSI.  Six (6) cycles required.  

Shown be checked for leakage following the 

six (6) cycles of operation.  Test pressure was 

equal to 72 PSI (5bar). 

 

 



Electrical Resistance & Conductivity Test – Clause 5.15   20-mm (1/2”) & 32-mm (1”) 

 

   

 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) and 

32-mm (1”) NPT(M) by 6 feet long in length.  End 

fittings applied.  The Gas Piping System press 

fittings are dielectrically isolated from the internal 

aluminum pipe layer.  Resistance readings were 

recorded to be > 300 M ohms from end fitting to 

end fitting. 

 

 

 

 



Crushing Strength Test – Clause 5.6   20-mm (1/2”)  

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN). 

 

 



 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  Ready to apply 

the 1000 lb. crushing force as required by Clause 

5.6. 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the tubing as required by 

Clause 5.6. 

 

 



 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the tubing as required by 

Clause 5.6. 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6. 

 

 



 

 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6. 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The condition of 

the end fitting after applying the 1000 lb. crushing 

force as required by Clause 5.6. 

 

 



 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  Test sample #2 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  Test sample #2 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the tubing as required by 

Clause 5.6.  Test sample #2 

 

 



 

 

 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the tubing as required by 

Clause 5.6.  Test sample #2 

 

 



 

 

 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6. Test sample #2 

 

 

PEX-AL-PEX piping 20-mm (1/2”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6.  Test sample #2 

 

 



Crushing Strength Test – Clause 5.6   32-mm (1”)  

  

 

  

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN). Test sample #1 

 

 



 

 

 

 

  

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  Test sample #1 

 

 



 

 

 

   

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  Crushing force 

applied.  Test sample #1 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  Crushing force 

released.  Test sample #1 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6. Test sample #1 

 

 



 

 

 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6. Test sample #1 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN). Sample #2 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN). Crushing force 

applied to the tubing.  Sample #2 

 

 



 

 

 

 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the tubing as required by 

Clause 5.6.  Test sample #2 

 

 

PEX-AL-PEX piping 32-mm (1”) NPT(M) by 2 

feet long in length.  End fittings applied.  Crushing 

Force equals 1000 lb. (4.45kN).  The 1000 lb. 

crushing force applied to the end fitting as 

required by Clause 5.6.  Test sample #2 
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1500 Brigantine Drive 
Coquitlam, BC, V3K 7C1 
 
Telephone: 604-520-3321 
Facsimile: 604-524-9186 
www.intertek.com 

 

  Page 1 of 8 
 

This report is for the exclusive use of Intertek’s Client and is provided pursuant to the agreement between Intertek and its Client. Intertek’s responsibility and liability are limited to the terms 
and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use 
of this report. Only the Client is authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or 
advertisement of the tested material, product or service must first be approved in writing by Intertek. The observations and test results in this report are relevant only the sample tested.  This 
report by itself does not imply that the material, product or service is or has ever been under an Intertek certification program. 
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February 22, 2022 Letter Report No.  104948454COQ-001 
 Project No.  G104948454 
 
 
Mr. John Kristoff-Kichka  
CSA America Testing & Certification 
178 Rexdale Blvd 
Toronto, ON M9W 1R3 
  
Subject: CAN/ULC S102-18 Flame Spread Test Results for Jacketed PEXALGAS Metal Tubing. 

 
Dear Mr, Kristoff-Kichka, 
 
This letter concludes and represents the results of the evaluation and tests of the above referenced 
material to the requirements contained in the following standards: 
 
CAN/ULC S102-18, Standard Method of Test for Surface Burning Characteristics of Building Materials 
and Assemblies. 
 
On February 17, 2022 Intertek Testing Services NA Ltd. conducted a R&D flame spread test program to 
determine the surface burning characteristics on jacketed PEXALGAS Metal Tubing. 

 
Upon receipt of the samples at the Intertek Coquitlam laboratory, they were placed in a conditioning 
room where they remained in an atmosphere of 23 ± 3ºC (73.4 ± 5ºF) and 50 ± 5% relative humidity. 
 
For each trial run, two 8 ft. long by sections of tubing were fastened to 24 in. wide by 8 ft. reinforced cement 
board substrate panels using metal tie wire.  The pipe was orientated so they would be in line with each burner 
port. Three 8 ft. panels were butted together and placed on the upper ledge of the flame spread tunnel to form 
the required 24 ft. sample length.  A layer of 6 mm reinforced cement board was placed over top of the samples, 
the tunnel lid was lowered into place, and the samples were then tested in accordance with CAN/ULC S102-18. 
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Flame Spread 

The resultant flame spread ratings are as follows: 

Sample Material Flame Spread 
Flame Spread 

Rating 

PEXALGAS Metal Tubing 20 x 2 1 N/A 

PEXALGAS Metal Tubing 32 x 3 3 N/A 

Smoke Developed 

The resultant smoke developed ratings are as follows: 

Sample Material Smoke 
Developed 

Smoked 
Developed 

Classification 

PEXALGAS Metal Tubing 20 x 2 10 N/A 

PEXALGAS Metal Tubing 32 x 3 74 N/A 

This letter report completes our evaluation covered by Intertek Project No. G104948454. 

A series of three test runs of material must be conducted to conform to the requirements of the National 
Building Code of Canada. 

If there are any questions regarding the results contained in this report, or any of the other services offered by 
Intertek, please do not hesitate to contact the undersigned. 

Please note that this Letter Report does not represent authorization for the use of any Intertek certification 
marks. 

Tested and 
Reported by: 

Sean Brewer Reviewed 
by: 

Greg Philp 

Title: 
Technician, 
Building Products Testing 

Title: 
Reviewer, 
Building Products Canada 

Signature: Signature 

Date February 22, 2022 Date: February 22, 2022 

mwwilber
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CAN/ULC S102-18 DATA SHEETS 
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CAN/ULC S102-18 DATA SHEETS 
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CAN/ULC S102-18 DATA SHEETS 
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CAN/ULC S102-18 DATA SHEETS 
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Photos 
 

 
 

PEXALGAS Metal Tubing 20 x 2 Pre-Test 
 

 
 

PEXALGAS Metal Tubing 20 x 2 Post-Test 
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PEXALGAS Metal Tubing 32 x 3 Pre-Test 
 

 
PEXALGAS Metal Tubing 32 x 3 Post-Test 
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